Rig #

Description

Procedure notes

SPF-RIG-Preventative Maintenence

Maintenece Year:
(wim]s [a o] | Jan |[ Feb || mar || Apr |[ May || June || July |[ Aug || Sept || Oct || Nov || Dec |

Generator

Motor Oil Change

Field

Motor Oil filter

Field

Fuel Filter

Field

Air Filters

Field

Coolant Flush

In House

Radiator Fin Clean

Field

Inspect V-belts

Field

Current Load

In House

Battery

Field

Trailer

Tire Rotation

In House

Inspect Brakes

In House

Tire Air Pressure

Field

Wheel Barrings

In House

Electrical Hook-up

Field

Running Lights

Field

Hazard Lights

Field

Break Lights

Field

Hitches/Chains

Field

Proporti

oner

Pump Lube

Field

Resin Piston

Field

Transfer pump air service

Field

Hydrolic Oil

In House

Hose Wrap

In House

Hose Heat Connections

In House

Proportioner

In House

Pre-Heat Elements

In House

Calibrate

In House

Air Conpressor

Compressor Oil

Field

Motor Oil Change

Field

Motor Oil filter

Field

Fuel Filter

Field

Air Filters

Field

Coolant Flush

In House

Radiator Fin Clean

Field

Inspect V-belts

Field

Current Load

In House

Battery

Field




SPF-RIG-Preventative Maintenence

W= Weekly M= Monthly S= Semi Annualy A= Annualy Q= Quaterly
Generator Trailer E’roportioner Air Compressor
Oil Filter Fuel Fiter Tire Air Pressure Light Blinker Pump Lube Comp Oil
Oil Type Moisture Seperator Tire Size Light Bulb Running Hydrolic Fluid Mobil DTE 24 Comp capacity
Oil Capacity Belt Gross Weight Light Bulb Brake Hydrolic Capacity 34 gallons Motor Oil
Air Filter Battery Power Supply 220 v 3 phase

Motor capacity




